














Extension Jambs

An interior access channel allows the use of two different extension jambs: 4-9/16" for 2 x 4

construction, and 6-9/16" for 2 x 6 construction. A snap-in return for sheetrock applications

allows for fast installation and a clean, professionally finished job.

Geometric Shapes
Including geometric shapes and picture windows will enhance the other window designs
in your home, while giving it a unique style, adding light from new refreshing angles,

and bringing natural comfort to your surroundings.

e Half Circle e Eyebrow

e Quarter Circle e Palladian —F

e Full Circle e Extended Quarter Circle

e Octagon e Trapezoid

Design Flexibility
Our complete product line of single hungs, picture windows, transoms and geometric shapes can be combined in many
ways. With so many window styles and sizes available, the design possibilities are virtually endless. Silver Line mulling

systems feature strong, durable mullions, allowing you to mull and stack windows in numerous configurations.
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For more information on Silver Line® Windows visit us at www.silverlinewindows.com or call us at 800.234.4228
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When Shopping For Vinyl
Windows, Look For. ..

The Series 2200 Single Hung
Window with optional LoE?
Glass is ENERGY STAR
qualified in all 50 states.

Windows that have earned the
ENERGY STAR®. These windows
are deemed to be energy efficient by
the U.S. Department of Energy.

neremracooesi]  NEFRC labels provide the U-Factor The Series 2200 Single Hung
et | and Solar Heat Gain Coefficient Window has been tested and Glass Type U-Factor SHGC
ratings of a window. The lower the certified to NFRC standards Clear 0.49 0.65
U-Factor, the more you'll save on for energy efficiency. LoE? 0.35 0.34
heating bills. A low SHGC rating LoEZ/Argon| 0.31 0.34
will help save on cooling costs.
AAMA is a nationally recognized The Series 2200 has been . . .
m A authority, developing voluntary tested and certified to AAMA Window Size DP-Rating
IR standards to test and validate the design pressure (DP) standards. 36" x 62" DP-50
A structural performance of windows, The higher the DP rating, the 48"x 72" DP-30
doors and skylights. stronger the window. 48" x 84" DP-30

"ENERGY STAR" is a registered trademark of the U.S. Environmental Protection Agency. "Intercept” is a registered trademark of PPG Industries Ohio, Inc.

"Silver Line" and all other marks where denoted are trademarks of Silver Line Building Products LLC. © 2008 Silver Line Building Products LLC. All rights reserved

This was printed on paper that
contains up to 30% recycled content
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