


Series 7550 

Features & Benefits:

•  7/8” insulated glass for improved energy savings and 
     lower heating and cooling costs

•  Fusion-welded frame and sash create strong, weather-
     tight corners

•  Dual weatherstripping virtually eliminates drafts for 
     a more energy efficient home

•  Folding operator handle eliminates interference with 
     shades and blinds

•  Integral 'J' channel allows for neat, easy trimming of 
     exterior siding to the window

•  Sleek beveled profile to match any style home

•  Limited Lifetime Warranty

The Series 7550 Casement Window offers a 
balance of style and convenience in an energy 
efficient window. It features an attractive beveled 
exterior, low maintenance vinyl construction and 
is designed for easy installation. Hinged on one 
side, the sash pivots outward to allow for maxi-
mum ventilation. With five styles to choose from, 
the Series 7550 Casement Window offers design 
flexibility to complement virtually any style home.

Preferred New Construction Casement Window



Series 7550 Features
The perfect balance of style, convenience and energy efficiency
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Operable single sash units
Width:  15" to 34"
Height:  24" to 72"
(Max. - 100 United Inches)

7551
Single Casement

Both sashes are operable
Width:  30" to 68"
Height:  24" to 72"
(Max. - 128 United Inches)

7552
Twin Casement
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Flanker sashes operable, 
center sash stationary
Width:  45" to 102"
Height:  24" to 72"
(Max. - 156 United Inches)

7553
Triple Casement

Flanker sashes operable, 
center sashes stationary
Width:  60" to 108"
Height:  24" to 72"
(Max. - 180 United Inches)

7554
Quad Casement

Flanker sashes operable, 
picture window stationary
Width:  60" to 108"
Height:  24" to 72"
(Max. - 180 United Inches)

7556 
Casement, Picture Center, Casement

Models/Configurations

Vinyl is virtually 
maintenance free - 
never needs painting

Integral 'J' channel type 
siding return provides for 
easy trimming of exterior 
siding to the window

Hardware features simple, 
unobtrusive designs and is 
color coordinated to blend 
with the window

Fusion-welded 
construction for a strong, 
weather-tight window

Sash configurations: left 
hinge, right hinge or 
stationary sash

7/8" insulated glass with 
Intercept® Warm-Edge 
Spacer.  ENERGY STAR® 
qualified with optional 
LoE² Glass

Multi-chambered frame and sash provide 
increased rigidity and energy efficiency

Attractive beveled profile

Dual weatherstripping 
provides an energy 
efficient, weather-tight seal

Folding operator handle 
eliminates interference 
with shades and blinds 

Integral nailing fin
for easy installation



Glass Options
Silver Line® offers several types of glass for just about any 
requirement.  From energy savings, to sound control, to privacy, 
one of our many choices is sure to meet your needs. 

Energy Saver LoE² Glass - Reduces heating 
and cooling costs, while keeping your home 
more comfortable all year long. Also reduces 
fading to window treatments, furniture and 
floor coverings caused by harmful UV rays.

Other Glass Choices Include:
• Tempered Glass • Tinted Glass

• Obscure Glass  • Laminated Glass       

• LoE² Glass/Argon Gas 

Grille Options        
Maintenance Free Grilles - Grilles are sealed inside the glass 
unit, providing the look of muntins without the difficulty of 
cleaning them. Choose from two different grille types: flat or 
contour.  A simulated divided lite option (grilles mounted to 
the exterior surfaces of the glass) offers the traditional look of 
individual window panes. Several grille patterns are also 
available, including: Colonial, Prairie, and Diamond*.

Color Options
These Silver Line vinyl windows are available 
in white and beige. The color is consistent 
throughout the frame and sash, making 
scratches virtually invisible.  

White Contour Beige Flat Simulated Divided Lites

* Available with flat grilles only

Options

White Beige

For color matching purposes, 

request a color chip. 

Colors reproduced here as 

closely as printing will allow.

Diamond* PrairieColonial



Series 7550 New Construction Casement Window Sizes - 
Actual and Rough Opening Sizes

Venting Options:
Specify left or right hinging 
as viewed from the outside.

 Egress Sizes - 
 Clear opening of 5.7 sq. ft. or greater.
  Clear opening width of 20” or greater.
  Clear opening height of 24” or greater.

• Unit dimension is inside frame dimension, 
    not including nailing fin

    Window elevations are shown with optional 
    grille patterns.  Grille pattern shown is 
    standard grille pattern for appropriate 
    window size.

   *Rough opening sizes shown are for frame 
    construction.  Consult a Silver Line dealer 
    for other rough opening size information, 
    such as with masonry or block applications.
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The Series 7550 Casement 
Window with optional LoE²  
Glass is ENERGY STAR 
qualified in all 50 states. 

The Series 7550 Casement
Window has been tested 
and certified to NFRC 
standards for energy 
efficiency.

The Series 7550 has been 
tested and certified to 
AAMA design pressure (DP) 
standards.  The higher the DP 
rating, the stronger the window.

NFRC labels provide the U-Factor 
and Solar Heat Gain Coefficient 
ratings of a window.  The lower the 
U-Factor, the more you'll save on 
heating bills.  A low SHGC rating 
will help save on cooling costs.

AAMA is a nationally recognized 
authority, developing voluntary 
standards to test and validate the 
structural performance of windows, 
doors and skylights. 

For more information on Silver Line® Windows visit us at www.silverlinewindows.com or call us at 800.234.4228

©Silver Line 2008.  Silver Line cannot warrant that inert gas infills (such as Argon gas),  sealed in the insulated glass unit at the point of manufacture,  
will not dissipate over time.  The very gradual migration of the inert gas infills is a natural occurrence.  Silver Line reserves the right to change product 
designs,  specifications,  details and pricing at any time without prior notification.

U-Factor (U.S./I-P) Solar Heat Gain Coefficient

ENERGY PERFORMANCE RATINGS

NFRC MFG CODE: SIL

ADDITIONAL PERFORMANCE RATINGS
Air Leakage (U.S./I-P)Visible Transmittance

0.46 0.54

0.57 -

Series 7550
Vinyl Casement Window

7/8" Insulated Glass

Manufacturer stipulates that these ratings conform to applicable NFRC procedures for 
determining whole product performance. NFRC ratings are determined for a fixed set of 
environmental conditions and a specific product size. Consult manufacturer's literature for 
other product performance information.

www.nfrc.org

SS7550 6-08

This was printed on paper that 
contains up to 30% recycled content

Glass Type U-Factor SHGC

Clear
LoE²

LoE²/Argon

0.46
0.34
0.31

0.54
0.29
0.29

Window
Type

Window 
Size

DP
Rating

Single
Twin

32" x 66" 
60" x 72"

DP-30
DP-30

Extension Jambs 
An interior access channel allows the use of three different extension jambs:  4-9/16" for 2 x 4 
construction, and 6-9/16" for 2 x 6 construction.  A snap-in return for sheetrock applications 
allows for fast installation and a clean, professionally finished job.

Geometric Shapes
Including geometric shapes and picture windows will enhance the other window designs 
in your home, while giving it a unique style, adding light from new refreshing angles, 
and bringing natural comfort to your surroundings. 

Design Flexibility
Our complete product line of awning windows can be combined in numerous ways.  With so many window styles 
and sizes available, the design possibilities are virtually endless.  Silver Line's mulling systems feature strong, 
durable mullions, allowing you to mull and stack windows in numerous configurations.

When Shopping For Vinyl 
Windows, Look For . . . 

Windows that have earned the 
ENERGY STAR®.  These windows 
are deemed to be energy efficient by 
the US Department of Energy.


